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TASK SÃO PAULO
Av. Rogério Cassola, 896
Votorantim - SP - Brasil 
+55 (15) 98805-6437

TASK RIO GRANDE DO NORTE
Rua Rio Tigre, 182
Parnamirim - RN - Brasil
+55 (84) 3302-2745

TASK, with all its know-how acquired over the years, has also become a world 
reference in the production of equipment.

It is in this area that it stands out, due to its constant search for the highest 
quality and development of products that make work that poses risks to workers safer 
and more effective.

We provide a complete line of equipment, aimed at guaranteeing solutions for 
work at heights, confined spaces, rescues and rope access, which can certainly meet 
your needs.

Contact us if you are looking for reliable solutions! From the first stage of 
production of our products, the raw materials are inspected, one by one, by those 
responsible. The finished products also undergo a final quality control to ensure that 
nothing is out of specification.

TASK has its quality management system certified in accordance with the requirements of 
ABNT NBR ISO 9001, by the Certification Body TÜV NORD Brazil Quality Assessments Eireli.

Inspiring people and saving lives!
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Inspiring people and saving lives!
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SAFETY HARNESSES
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With 8 connection points made of high-quality metal materials (stainless steel and/or aluminum), including 2 fall arrest 
points, 2 positioning points, 1 ventral point, 2 shoulder rescue points, and 1 textile lumbar restraint point. The 23cm high 
double padding in the lumbar region is designed to provide a perfect fit between the user and the equipment, ensuring 
extreme comfort and lumbar stabilization for long-duration operations. With 2 rests for lanyard connectors on the 
shoulders, 4 structured material holders in yellow (contrasting color), facilitating the handling of equipment, and 1 
backpack holder with a load capacity of 10 kg each, it comes with a first aid bag - SOS BAG, TYPE D connector, NFPA 
standard in triple lock aluminum with resistance of 25 kN, Keylock system and 25 mm opening - MASTER D TRIPLE NFPA 
CE NBR and FIT FIX® System for easy connection of the ventral blocker, it has 8 adjustment buckles. In compliance with 
NFPA 2500 (1983), class III (Fire Rescue), ABNT NBR 15835: 2020 and ABNT NBR 15836: 2020 standards.

TC-0031XPTNFPA (S) | TC-0029XPTNFPA (ML) | TC-0030XPTNFPA (XL)

X-TREME X-PERT® NFPA CA: 38495
Capacity: 150kg
Weight: S – 2,530kg | ML – 2,630kg
XL – 2,730kg

8 stainless steel 
adjustment buckles

FIT FIX® for ventral 
blocker connection

Connector with 
Keylock system

8 aluminum anchor 
points

Backpack holder 
with 20kg capacity

6 material holders 
with a capacity of 
10kg each

D o u b l e  a n d  h i g h 
padding (23cm) on the 
lumbar

2 anchor points on 
the shoulders for 
vertical operations

2 points for attaching 
l a n y a r d s  t o  t h e  
shoulders
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With 6 connection points in noble metal materials (stainless steel and/or aluminum), including 2 for fall arrest, 2 for 
positioning, 1 ventral, and 1 for movement restriction (textile) in the lumbar region. It features double, high padding, 
measuring 23 cm in the lumbar region, designed to provide a perfect fit between the user and the equipment, ensuring 
extreme comfort and lumbar stabilization for long operations. It features 4 structured yellow material holders 
(contrasting color) for easy equipment handling, and 1 backpack holder with a load capacity of 10 kg each. It comes with a 
first aid bag (SOS BAG), a TYPE D connector, NFPA standard triple-lock aluminum with 25 kN resistance, Keylock system, 
and a 25 mm opening (MASTER D TRIPLE NFPA CE NBR) and the FIT FIX® system for easy connection of the ventral 
blocker. It has 8 adjustment buckles. In compliance with NFPA 2500 (1983), class III (Fire Rescue), ABNT NBR 15835:2020 
and ABNT NBR 15836:2020 standards.

TC-0031NFPA (S) | TC-0029NFPA (ML) | TC-0030NFPA (XL)

X-TREME® NFPA CA: 38495
Capacity: 150kg
Weight: S – 2,400kg | ML – 2,500kg
XL – 2,600kg

8  stainless  steel 
adjustment buckles

FIT FIX® for ventral 
blocker connection

Connector with 
Keylock system

6 aluminum anchor 
points

Backpack holder 
with 20kg capacity

4 material holders 
with a capacity of 10 
kg each

D o u b l e  a n d  h i g h 
padding (23cm) on the 
lumbar
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With 6 connection points in noble metal material (stainless steel and/or aluminum), 2 for fall arrest, 2 for positioning, 1 
ventral and 1 for movement restriction (textile). It has stainless steel buckles – Exclusive AC® system. It is patented, has a 
double cylindrical bar buckle with an angled stainless steel crown. Ideal for technical rescue, rope access, evacuation, 
positioning, work at height and confined spaces, it has a low center of gravity, ideal for these activities. With 4 structured 
yellow material holders, 1 central backpack holder, carabiner with Keylock system and FIT FIX® System for easy 
connection of the ventral blocker, it has 8 adjustment buckles.

TC-0020 (S) | TC-0018 (ML) | TC-0019 (XL)

FIVEX II CA: 36402
Capacity: 150kg
Weight: S –  | ML –  | XL – 2,300kg 2,400kg 2,500kg
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8 stainless steel 
adjustment buckles

FIT FIX® for ventral 
blocker connection

Connector with 
Keylock system

6 aluminum anchor 
points

Backpack holder 
with 20kg capacity

D o u b l e  p a d d i n g 
provides comfort

4 material holders 
with a capacity of 
10kg each

SAFETY HARNESSE FIVEX II  - QUICK UP®
TC-0020A  (S) | TC-0018A (ML) | TC-0019A (XL)

Kit with FIVEX II®, QUICK UP ventral blocker, made of high-resistance aluminum, and TRIANGLE threaded connector, 
made of steel.

SAFETY HARNESSES
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With 6 extremely light anchor points, including 2 DOUBLE LINK® textile points for fall arrest (A1/Dorsal and A2/Chest), 2 
DOUBLE LINK® textile points in the lumbar region for positioning during lateral work, 1 ventral aluminum suspension 
point and 1 structured textile ring point for lumbar (back) restriction. It has stainless steel buckles – exclusive AC® system. 
It is patented and has a double cylindrical bar buckle with an angled stainless steel crown. Ideal for technical rescue, rope 
access, evacuation, positioning, work at height and confined spaces, it has a low center of gravity, ideal for these activities. 
With 4 structured yellow material holders, 1 central backpack holder, carabiner and FIT FIX® System for easy connection 
of the ventral blocker, it has 8 adjustment buckles.

TC-0109 (S) | TC-0107 (ML) | TC-0108 (XL)

FIVEX LIGHT II CA: 48303
Capacity: 150kg
Weight: S -  | ML -  | XL - 2,200kg 2,300kg 2,400kg
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8 stainless steel 
adjustment buckles

FIT FIX® for ventral 
blocker connection

Connector with 
Keylock system

Exclusive DOUBLE 
L I N K  ®  t e x t i l e 
coupling system

Backpack holder 
with 20kg capacity

D o u b l e  p a d d i n g 
provides comfort

4 material holders 
with a capacity of 
10kg each

SAFETY HARNESSES

VISIT THE WEBSITE
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With 6 connection points, 2 for fall arrest (in aluminum), 2 for positioning (in aluminum), 1 ventral (in aluminum) and 1 for 
movement restriction (textile). The double and high padding, with 23 cm in the lumbar region, was developed to provide 
a perfect fit between the user and the equipment, ensuring extreme comfort and stabilization of the lumbar region for 
long-term operations in suspension. Ideal for technical rescue, rope access, evacuation, positioning, work at height and 
confined spaces. With 4 structured yellow material holders, 1 central backpack holder, carabiner with Keylock system and 
FIT FIX® System for easy connection of the ventral blocker, it has 8 adjustment buckles.

TC-0031 (S) | TC-0029 (ML) | TC-0030 (XL)

X-TREME II CA: 38495
Capacity: 150kg
Weight: S -  | ML -  | XL - 2,400kg 2,500kg 2,600kg
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8 stainless steel 
adjustment buckles

FIT FIX® for ventral 
blocker connection

Connector with 
Keylock system

6  a l u m i n u m 
anchor points

Backpack holder 
with 20kg capacity

D o u b l e  p a d d i n g 
provides comfort

4 material holders 
with a capacity of 

10kg each

SAFETY HARNESSE X-TREME II® - QUICK UP
TC-0031A (S) | TC-0029A (ML) | TC-0030A (XL)

Kit with X-TREME II®, QUICK UP ventral blocker, made of high-resistance aluminum, and TRIANGLE threaded connector, 
made of steel.

D o u b l e  a n d  h i g h  
padding (23cm) on the 
lumbar

SAFETY HARNESSES
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With 8 connection points in noble metal materials (stainless steel and/or aluminum), 2 for fall arrest, 2 for positioning, 1 

ventral, 2 for shoulder rescue and 1 for displacement restriction (textile). It has double and high padding, with 23cm in the 

lumbar region, they were developed to provide a perfect fit between the user and the equipment, ensuring extreme 

comfort and stabilization of the lumbar region for long operations. With exclusive, patented AC® system, it has a double 

cylindrical bar buckle with angled stainless steel crown, on both sides. Ideal for technical rescue, rope access, evacuation, 

positioning, work at height and confined spaces, it has a low center of gravity, ideal for these activities. With 6 structured 

yellow material holders, 2 for attaching lanyards to the shoulders, 1 central backpack holder, carabiner with Keylock 

system and FIT FIX® System for easy connection of the ventral blocker, it has 8 adjustment buckles.

TC-0031XPT (S) | TC-0029XPT (ML) | TC-0130XPT (XL)

X-TREME X-PERT CA: 38495
Capacity: 150kg
Weight: S –  | ML –  | XL – 2,530kg 2,630kg 2,730kg
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8 stainless steel 
adjustment buckles

FIT FIX® for ventral 
blocker connection

Connector with 
Keylock system

8  a l u m i n u m 
anchor points

Backpack holder 
with 20kg capacity

6 material holders 
with a capacity of 

10kg each

D o u b l e  a n d  h i g h 
padding (23cm) on the 
lumbar

2 anchor points on 
the shoulders for 
vertical operations

2 points for attaching 
l a n y a r d s  t o  t h e  
shoulders
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With 7 connection points in noble metal materials (stainless steel and/or aluminum), being 1 circular aluminum ring 

(bridge), 2 for fall arrest, 2 for positioning, 1 ventral and 1 for movement restriction (textile). It has double and high 

padding, with 23 cm in the lumbar region. It was developed to provide a perfect fit between the user and the equipment, 

ensuring extreme comfort and stabilization of the lumbar region for long operations. It has an exclusive AC® system, 

patented, double cylindrical bar buckle, with stainless steel angled crown, on both sides. Specially developed for vertical 

operations in trees, as well as technical rescue, rope access, evacuation, positioning, work at height and confined spaces, 

it has a low center of gravity, ideal for these activities. With 4 structured yellow material holders, 1 central backpack 

holder, carabiner with Keylock system and FIT FIX® System for easy connection of the ventral blocker, it has 8 adjustment 

buckles.

TC-0031ARB | TC-0029ARB | TC-0030ARB

X-TREME ARB CA: 38495
Capacity: 150kg
Weight: S -  | ML -  | XL -  2,600kg 2,700kg 2,800kg
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8 stainless steel 
adjustment buckles

FIT FIX® for ventral 
blocker connection

Connector with 
Keylock system

8 aluminum 
anchor points

Backpack holder 
with 20kg capacity

6 material holders 
with a capacity of 

10kg each

D o u b l e  a n d  h i g h 
padding (23cm) on the 
lumbar

Adjustable bridge with 
m e t a l  p o i n t  f o r  
movements

D o u b l e  p a d d i n g 
provides comfort
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Safety harness specially developed for tree climbing operations, with 5 anchor points, extremely light and 100% 

corrosion resistant, including 1 circular aluminum ring (bridge), 2 metal positioning rings, 1 metal suspension ring and 1 

textile movement restriction ring. It has double and high padding, with 23 cm in the lumbar region. It was developed to 

provide a perfect fit between the user and the equipment, ensuring extreme comfort and stabilization of the lumbar 

region for long-lasting operations. It has an innovative and exclusive AC® system – patented -, double cylindrical bar 

buckle, with stainless steel angled crown, on both sides. Specially developed for vertical tree operations, as well as 

technical rescue, rope access, evacuation, positioning, work at height and confined spaces. It has a low center of gravity, 

ideal for these activities. With 4 structured yellow material holders, with a load capacity of 10kg each.

TC-0143ARB | TC-0141ARB | TC-0142ARB

X-TREME ARB SIT Capacity: 150kg
Weight: S -  | ML -  | XL -  1,800kg 1,900kg 2,000kg
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S t a i n l e s s  s t e e l 
a d j u s t m e n t 
buckles

Aluminum anchor 
points

Backpack holder 
with 20kg capacity

4 material holders 
with a capacity of 

10kg each

D o u b l e  a n d  h i g h 
padding (23cm) on the 
lumbar

Adjustable bridge with 
m e t a l  p o i n t  f o r 
movements
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Abdominal belt (EPI) with 4 connection points, 2 lateral for positioning, 1 ventral stainless steel for suspension, restriction 

and movement and 1 lumbar textile point for intervention/restriction. It has double padding and 23cm high in the lumbar 

region. The 4 incorporated material ports are structured and have a load capacity of 10kg each. It has 6 stainless steel 

buckles for adjusting the lumbar region, legs and leg height, and 1 backpack port between the legs to facilitate activity in 

situations of vertical movement on sailor-type ladders or suspension.

TC-0143 (S) | TC-0141 (ML) | TC-0142 (XL)

X-TREME SIT Capacity: 150kg
Weight: S –  | ML –  | XL – 1,380kg 1,520kg 1,640kg
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S t a i n l e s s  s t e e l 
a d j u s t m e n t 
buckles

Aluminum anchor 
points

Backpack holder 
with 20kg capacity

4 material holders 
with a capacity of 

10kg each

D o u b l e  a n d  h i g h 
padding (23cm) on the 
lumbar
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Safety harness with 4 connection points and 2 rescue points on the shoulders, ideal for work at height, positioning and 

confined spaces, with dorsal and chest connection (SPIQ), 2 for fall arrest and 2 for positioning textiles DOUBLE LINK®. 

ABNT NBR 15835/2022 15836/2022

TC-0149 (S) | TC-0147 (ML) | TC-0148 (XL)

IZ FOUR CA: 48235
Capacity: 150kg
Weight: S –  | ML –  | XL – 1,360kg 1,460kg 1,560kg
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3 reinforced material  
holders in contrasting 
color

Filled ribbons - TASK 
patent

Double padded for extra 
comfort in suspension

4 DOUBLE LINK® 
connection points

2 material holders for fitting 
MGO hooks

2 points for rescue 
on shoulders

AC® System - stainless steel 
buckles with crown
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Safety harness with 2 connection points and 2 rescue points on the shoulders, ideal for work at height and confined 

spaces with dorsal and chest connection (SPIQ), including 2 DOUBLE LINK® textile fall arrest points. ABNT NBR 

15835/2022 15836/2022

TC-0146 (S) | TC-0144 (ML) | TC-0145 (XL)

IZ TWO CA: 48236
Capacity: 150kg
Weight: S –  | ML –  | XL – 1,140kg 1,200kg 1,320kg
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3  reinforced  material 
holders in contrasting 
color

Fi l led  r ibbons  -  TASK 
patent

2 DOUBLE LINK® 
connection points

2 material holders for fitting 
MGO hooks

2 points for rescue 
on shoulders

AC® System - stainless steel 
buckles with crown
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VENTRAX® is a type safety harness that is easily adjusted using stainless steel buckles, allowing for waist and leg 

adjustment. Its electronically sewn straps are made of high-strength polyester with the ideal width, and are 

recommended for use by men and women in sports activities such as climbing. It is used by firefighters in rescue or self-

rescue operations due to its lightness and quick adjustment. It has an anchor point in a textile structure, with a distinctive 

color, which allows for quick visibility, and includes a material holder on the side with a capacity of 5 kg. VENTRAX® is 

developed with high-quality materials, a resistant and ergonomic product. In compliance with EN 12277 standard.

TC-0103 (S/ML) | TC-0104 (XL)

VENTRAX Capacity: 150kg
Weight: ML/S - 520g | XL - 520g
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Stainless steel 
buckles

Anchor point coated in 
contrasting color

Single leg height 
adjustment

Material holder 
with 5kg capacity

“Grip” type straps
for easy adjustment

E l e c t r o n i c a l l y 
stitched tapes
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TC-0160 | TC-0161 | TC-0173 | TC-0174

AK 47 TACTICAL BELT Capacity: 18kN
Weight: M - 0.240kg | G - 0.248kg

Electronic seams

Anchor point

Automatic buckle

Laser engravings

Personal harness with automatic buckles for rapid vertical operations (tactical or emergency descents) without leg straps. 

One anchor point. Serial number on the buckle.

Resistance: 18 kN

Weight: M - 0.240kg | L - 0.248kg

Also available in red
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“Y” safety lanyard, made of tape, with energy 
absorber. With three connectors, two 55mm MGOs 
with double lock (23kN) and one oval steel with 
automatic lock and Keylock system (25kN).
Tape resistance: 22kN
Length: 1.40m
Weight: 1.50kg

TC-0022

REACTOR 55

“Y” safety lanyard, made of tape, with energy 
absorber. With three connectors, two 110mm 
MGOs with double lock (23kN) and one oval steel 
with automatic lock and Keylock system (25kN).
Length: 1.40m
Tape resistance: 22kN
Weight: 2.5kg

TC-0026

REACTOR 110

Lanyard made with 12mm semi-static rope, with 
tubular tape protection. Comes with two steel 
carabiners with automatic locking and Keylock 
system. Has a mechanical control and adjustment 
system.
Resistance: 42kN
Total length: 2.00m
Weight: 900g

TC-0024

SITE
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Positioning lanyard with 5m length, 11mm diameter and 
40.5kN resistance, rope produced in Europe. Comes with hook 
carabiner and fixed ROPE GRAB blocker. With sewn-in eyes, 
compact and designed to promote a comfortable fit. It has 
protection on the seams and ends, signaling system (serial 
number) that allows better traceability and inspection. Its 
composition is 100% polyamide. The cover is braided with its 
twisted core, thus improving attributes such as abrasion, 
resistance, absorption and elasticity.

TC–0028

TAIL 5 RGH

Positioning lanyard with 5m length, 11mm diameter 
and 40.5kN resistance, rope produced in Europe. 
Includes carabiner hook.

TC–0027

TAIL 5 H

5m long positioning lanyard, 11mm in diameter and 
40.5kN resistance. Rope produced in Europe.

TC–0021

TAIL 5
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“Y” safety lanyard, made of tape, with energy absorber. 

With three connectors, two 110 mm MGOs with double 

lock (23kN) and one oval in steel with automatic lock and 

Keylock system (25kN).

Length: 1.40m

Tape resistance: 22kN

Weight: 2.5kg

TC-0117

REACTOR 55 + REACTOR 200

Lanyard attachment extender, made of 25mm wide flat 
polyester tape, with a protective layer of tubular tape. 
Comes with a 10mm TRIANGLE (35kN) for connection to 
the lanyard with MGO opening of 55mm.
Resistance: 22kN
Length: 0.60m
Unit weight: 250g

TC-0118

REACTOR 200

TC-0009 (White)
TC-0011 (Black)

TC-0010 (Black)
TC-0013 (White)

ACCESS V ACCESS I 
Asymmetrical V-shaped 
anchor rope made of 
10.5mm semi-static rope. 
Used for work or rescues at 
heights.
Rope resistance: 29kN
Dimensions: 25cm x 65cm
Weight: 150g

Symmetrical  I-shaped 
anchor rope made of 
10.5mm semi-static rope. 
Used for work or rescues at 
height.
Rope resistance: 29kN
Dimensions: 80cm
Weight: 120g
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LANYARDS

The ACCESS VMT is an asymmetrical Y-shaped lanyard 
constructed of imported, high-quality, and durable materials. 
The ends are made of polyurethane, and the electronic seams 
feature a heat-shrinkable protection system. It offers the best 
value (wear, tear, certification, safety, and price). The 
electronic seams feature three textile eyelets, facilitating 
connections—faster, cleaner, with minimal space, and safer. 
The T-type connector features a self-closing (double) system 
that doesn't rotate, making it convenient and always ready for 
use.

TC-0158 (White) | TC-0159 (Black)

ACCESS VMT

Positioning lanyard for arboriculture professionals, 
designed by those who understand the field and its 
complexities. 6 meters long.

 TC-0165

TAIL 6

A  p o s i t i o n i n g  l a n y a rd  f o r  a r b o r i c u l t u re 
professionals, designed by those who understand 
the field and its complexities. The TAIL 6 COMPLETE 
is a versatile and safe lanyard for positioning and 
occasional climbing. It features two NFPA 2500 
triple-lock carabiners, a PHLOTICH pulley, and an 
8mm cord with a 24kN resistance load. A lanyard for 
those who understand efficiency and practicality.

TC-0169

TAIL 6 COMPLETE
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Sliding fall arrester with flexible line with kernmantle 
rope of 11 to 12mm in diameter, with blocking 
function, comes with a 40cm DOUBLE LINK 
extender. For up to 200kg (two people). Comes with 
automatic oval connector with Keylock system.
Resistance: 15kN
Weight: 462g

TB-0020A

LUCK RESCUE

Sliding fall arrester for ropes with a diameter of 
11mm to 12mm, made of aluminum. For work at 
height, acting to restrict possible falls and access by 
ropes. Comes with an automatic oval steel carabiner 
with Keylock system (25kN).
Resistance: 15kN
Weight: 390g

TB-0020

LUCK

Replacement webbing ring for LUCK fall arrester (TB-0020) 
with a length of 25cm or 40cm.

TB-0019 | TB-0021

RIBBON RING LUCK
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TB-0029

RELOCK10

TB-0012

STEEL

Sliding fall  arrester for 
flexible steel cable lines 
5/16"  (8mm),  made of 
stainless steel. For work at 
height, acting to restrict 
possible falls. Comes with 
an automatic oval steel 
carabiner with Keylock 
system (25kN). For 8mm 
(5/16") cables.
Resistance: 15kN
Weight: 680g

Retractable  fal l  arrester 
e q u i p p e d  w i t h  a  4 m m 
diameter steel cable and 10m 
long. Anti-rotation system, 
automatic oval connector 
with double lock, 80cm LINK 
webbing ring. Includes a 
recovery cord and carrying 
bag.
Resistance: 12kN
Weight: 5.9kg
Complies with EN 360 and 
NBR 14628.
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COLORS

Type B anchoring device, with double 
protection, being a cover and core, with a 
twisted core for use with the manhole. It can 
be used in anchoring for various systems for 
working at height, confined spaces and 
assembling mobile fall arrest systems of the 
lifeline type.

TA-0055 | TA-0056 | TA-0057

DOUBLE LINK STRAP
Resistance: 34kN

Weight:

0,50m – 125g (Blue)

0,70m – 170g (Black)

0,90m – 195g (Yellow)

In compliance with EN 795B and NBR 16325-1.

Technical advantages

• Double protection (cover and core)

• Used as a Type B device and/or as part of a 
mobile system

• Unique product - patent required

• Twisted construction for the construction of 
the manhole

• There is no loss of load capacity when used 
with a manhole

• Normal tapes lose between 20% and 50% of 
their capacity in the manhole system.

• Red inner core, in case of wear of the cover, 
the user is immediately warned of the danger

• It has 3 sizes: 0.50m (blue), 0.70m (black) and 
0.90m (yellow)
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Type B anchoring device. It has double protection, 
being a cover and a core, with a red tape core for 
better visibility during inspections of the product in 
use. Its construction is twisted for use with manholes. 
With an incorporated eyelet with triple protection 
(two covers and a core). It can be used in anchoring 
for various systems for working at height, confined 
spaces and assembling mobile fall arrest systems of 
the lifeline type.

TA-0058 | TA-0059 | TA-0060

EYE DOUBLE LINK STRAP 
Resistance: 34kN

Weight:

196g (Blue)

218g (Black)

 247g (Yellow)

In compliance with EN 795B e NBR 16325-1

Technical advantages

• Anchoring eye with triple protection (two 
layers and one core)

• Used as a Type B device and/or as part of a 
mobile system

• Unique product - patent required

• Twisted construction for the construction of 
the manhole

• There is no loss of capacity with a storm 
drain

• Red inner core, in case of wear of the cover, 
the user is immediately warned of the danger

• It has 3 sizes: 0.80m (blue), 1.0m (black) and 
1.2m (yellow)

ANCHORAGE
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COLORS

Type B device. Made of high-tenacity polyester, 25mm wide, it has 
textile eyelets incorporated at both ends and can be used in 
anchorages for various systems for working at height, confined spaces 
and assembling mobile fall arrest systems such as lifelines.
• 5 triple electronic seams and textile rings at both ends;

• 25mm x 3.5mm double polyester tape

• Protection in tubular polyamide tape

• The piece is designed to allow greater versatility in the connections 
of a safety system

• Recommended for working at height, mobile, simple, semi-
equalized and series anchorages

Weight:
150g (Blue)
200g (Black)
220g (Yellow)
Resistance: 22kN
In accordance with NBR 16325-1B and EN 795B

TA-0051 | TA-0052 | TA-0053

I-SLING

COLORS

Type B device. Made of high-tenacity polyester, 20mm wide, it 

can be used in anchorages for various systems for working at 

height, confined spaces and assembling mobile fall arrest 

systems such as lifelines.

• The part is designed to allow greater versatility in the 

connections of a safety system.

• Recommended for working at height, mobile, simple, semi-

equalized and series anchorages.

• Material: Polyester

Resistance: 25kN

Weight:

78g - Blue

95g - Black

136g - Yellow

In accordance with NBR 16325-1B and EN 795B.

TA-0048 | TA-0049 | TA-0050

LINK

ANCHORAGE
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TC-0012 | TC-0023 RP-300 RP-310 RP-320

I-CABLE SMALL RIGGING
PLATE

MEDIUM RIGGING
PLATE

LARGE RIGGING
PLATE

5/16" (8mm) stainless steel 
anchor cable, with eyelets at 
the ends. Resistance: 25kN. 
Size: 1.20m and 1.60m
Weight: 500g and 610g

Anchoring multiplier plate 
made of high-strength and 
durable aluminum. Its 1:3 
f o r m a t  d i s t r i b u t e s  1 
connection point to 3 others 
during vertical maneuvers or 
i n  c o n f i n e d  s p a c e s . 
Resistance: 36kN
Weight: 58g

Anchor multiplier plate, 
made of high-strength and 
durable aluminum.
Resistance: 40kN
Weight: 212g

Anchor multiplier plate, 
made of high-strength and 
durable aluminum.
Resistance: 4kN
Weight: 442g

RP-302 RP-303 RP-304 TA-0039

SMALL HALO
RIGGING PLATE

MEDIUM HALO
RIGGING PLATE

LARGE HALO
RIGGING PLATE

DOG PLATE 1/3

Compact anchor multiplier 
plate, made of high-strength 
and durable aluminum.
Resistance: 40kN
Weight: 140g

Compact anchor multiplier 
plate, made of high-strength 
and durable aluminum. 
Resistance: 50kN
Weight: 246g

Compact anchor multiplier 
plate, made of high-strength 
and durable aluminum. 
Resistance: 70kN
Weight: 404g

Small anchor multiplier plate 
1:3, made of stainless steel. 
Resistance: 36kN
Weight: 230g

ANCHORAGE

H
A

R
N

ESSES     LA
N

YA
R

D
S     FA

LL A
R

R
ESTER

S     A
N

C
H

O
R

S     C
O

N
N

EC
TO

R
S     STR

ETC
H

ER
S     TR

IPO
D

S     PR
E-EN

G
IN

EER
IN

G
     PU

LLEYS     RO
PES     M

A
N

U
A

L D
ESC

EN
D

ER
S     A

SC
EN

D
ER

S     A
U

TO
M

ATIC
 D

ESC
EN

D
ER

S     B
A

C
K

PA
C

K
S     H

EA
D

LA
M

PS     H
ELM

ETS     G
LO

V
ES     A

C
C

ESSO
R

IES     A
R

B
O

R
ISM

     K
ITS     H

YB
R

ID
     A

B
O

U
T     TR

A
IN

IN
G

     SERV
IC

ES



32

C
IN

TU
R

Õ
ES    TA

LA
B

A
RTES    

    
    C

O
N

EC
TO

R
ES    M

A
C

A
S    TR

IPÉS    PR
É-EN

G
EN

H
A

R
IA

    PO
LIA

S    C
O

R
D

A
S    D

ESC
EN

SO
R

ES M
A

N
U

A
IS    A

SC
EN

SO
R

ES    D
ESC

EN
SO

R
ES A

U
TO

M
Á

TIC
O

S    M
O

C
H

ILA
S    LA

N
TER

N
A

S    C
A

PA
C

ETES    LU
VA

S    A
C

ESSÓ
R

IO
S    Á

RV
O

R
ES    K

ITS    A
 EM

PR
ESA

    C
ERTIFIC

A
Ç

Õ
ES    TR

EIN
A

M
EN

TO
S    SERV

IÇ
O

S
TR

A
VA

-Q
U

ED
A

S
A

N
C

O
R

A
G

EN
S

TA-0033 TA-0044 TA-0045 TA-0046

BEAR PLATE RB ANCHOR TOGGLE ANCHOR EASY SLIDER
I-BEAM ANCHOR

3:5 anchor multiplier plate, 
made of stainless steel.
Resistance: 45kN
Weight: 420g

R e m o v a b l e  “ B ”  t y p e 
anchoring device with eyelet 
a t  t h e  e n d  a n d  2 2 k N 
resistance. Complies with 
ANSI Z359.7 & CE-EN 795. 
Weight: 200g

Removable “B” type anchor 
device with eyelet at the end 
and with a resistance of 
22kN. Complies with ANSI 
Z359.18,  ANSI  Z359.7, 
O S H A  1 9 1 0 . 6 6 ,  O S H A 
1926.502, EN 795:2012. 
Weight: 200g

Anchor multiplier plate, 
made of high-strength and 
durable aluminum.
Resistance: 4kN
Weight: 442g

TA-0047

SUPER SLIDER
I-BEAM ANCHOR

Type “B” anchoring device 
for metal structures. Ideal for 
mobile anchoring. Complies 
with ANSI Z359.18, ANSI 
Z359.7, OSHA 1910.66, 
OSHA 1926.502, EN 795: 
2012. Weight: 1.61kg

Maneuvering pole, designed to reach anchor points 
from the ground or structures. The equipment allows 
the assembly of a temporary vertical lifeline, keeping 
the worker anchored from the ground and protecting 
him from falls.

FIBER BRAZ

TM-0047 (MGO 55 + string 11mm)
TM-0047A (MGO 55 + string 12mm)
TM-0048 (MGO 110 + string 11mm)
TM-0048A (MGO 110 with string 12mm)

Length: 7.6m

Weight:

MGO 55 – 9,100kg MGO 110 – 9,500kg

Includes:
• 55mm MGO connector (23kN) in steel or 110m in 
aluminum (23kN)
• 10m of semi-static rope (11 or 12mm in diameter)
• 10m of cord (4mm) for opening the hook
• Backpack made of cordura with individual supports 
for each element, ensuring safe and practical 
transport
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TLV-017 TLV-013 TLV-012 TLV-014

POST 500 POST 500 INOX POST 600 POST 600 INOX

Horizontal lifeline post with 
universal fitting base for easy 
installation on any structure, 
with an upper fixing point for 
anchoring ring.
Weight: 7kg

Horizontal lifeline post with 
universal fitting base for easy 
installation on any structure, 
with an upper fixing point for 
anchoring ring.
Weight: 7kg

Horizontal lifeline post with 
universal fitting base for easy 
installation on any structure, 
with an upper fixing point for 
anchoring ring.
Weight: 7.5kg

Horizontal lifeline post with 
universal fitting base for easy 
installation on any structure, 
with an upper fixing point for 
anchoring ring.
Weight: 7.5kg

TLV-064 TLV-063 TLV-095 (10mm)
TLV-096 (8mm)

TLV-097 (10mm) 
TLV-098 (8mm)

POST LATERAL
1000

POST LATERAL
1000 INOX SS CABLE 3/8 SS CABLE 5/16

Horizontal lifeline post for 
lateral installations, with 
universal fitting base for easy 
installation on any structure, 
with an upper fixing point for 
anchoring ring.
Weight: 9kg

Horizontal lifeline post for 
lateral installations, with 
universal fitting base for easy 
installation on any structure, 
with an upper fixing point for 
anchoring ring.
Weight: 9kg

3/8" (10mm) stainless steel 
cable, 6X19-AA steel core, 
regular r ight-hand  lay. 
Complies with EN 795.
Weight: 400g/m | 285g/m

Galvanized steel wire rope 
5/16" (8mm), steel core 
6X19-AA, regular right-
hand lay. Complies with EN 
795.
Weight: 400g/m | 285g/m
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TLV-099 TLV-099A TLV-010 TLV-008 | TLV-062

SHOCK ABS FLAT SHOCK ABS VERT FOOT 100 FOOT 250

Energy absorber designed to 
absorb the impact of falls on 
lifelines with horizontal steel 
cables.

Energy absorber designed to 
absorb the impact of falls on 
vertical steel wire lifelines.

Base plate for installing 
anchors, can be used with 
rings (ZONE ANCHOR) to 
draw a specific lifeline. 
Complies with EN 795.
Weight: 0.470 kg

Base plate for installing 
anchors, can be used with 
rings (ZONE ANCHOR) to 
draw a specific lifeline. 
Complies with EN 795.
Weight: 2.7 kg

TLV-048 TLV-105 TLV-139 TLV-140

H-CLIP ON 3/8 H-CLIP ON 5/16 H-CLIP ON
INOX 3/8

H-CLIP ON
INOX 5/16

Steel cable terminal, heavy 
duty clamp, made of carbon 
steel and stainless steel. 
Complies with EN 795.
Weight: 132g

Steel cable terminal, heavy 
duty clamp, made of carbon 
steel and stainless steel. 
Complies with EN 795.
Weight: 55g

Steel cable terminal, heavy 
duty clamp, made of carbon 
steel and stainless steel. 
Complies with EN 795.
Weight: 132g

Steel cable terminal, heavy 
duty clamp, made of carbon 
steel and stainless steel. 
Complies with EN 795.
Weight: 55g

ANCHORAGE
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TLV-106 TLV-142 TLV-050 TLV-141

H-SAP 5/16 INOX H-SAP 3/8
GALVANIZED STEEL

H-SAP 3/8 INOX

Heavy duty steel cable 
clamp made of carbon 
steel. Complies with EN 795.
Weight: 198g

Light, heavy duty steel cable 
clamp made of stainless 
steel. Complies with EN 795.
Weight: 198g

Heavy duty steel cable 
clamp made of carbon 
steel. Complies with EN 795.
Weight: 110g

Light, heavy duty steel cable 
clamp made of stainless 
steel. Complies with EN 795.
Weight: 110g

TLV-167 TLV-168 | TLV-169 | TLV-170 TLV-042TLV-165 | TLV-166

ZONE ANCHOR
W/ SCREWS

FIX BAR ZINC CARBON STEEL
PULL

FIX BAR INOX

Type “A” anchoring device, 
made of stainless steel, with 
a resistance of 34kN, with a 
12mm screw.
Weight: 0.210g

Kit for fixing the base of the 
posts to the base plate, 
consisting of 4 galvanized 
M12 threaded bars. Comes 
with 8 nuts and 8 galvanized 
steel washers.
Weight: 110g

Turnbuckle for 5/16" (8mm) 
to 3/8" (10mm) steel cables 
for use on horizontal or 
vertical lifelines. Made of 
carbon steel. Complies with 
EN 795.
Weight: 0.845kg

Kit for fixing the base of the 
posts with the base plate, 
consisting of 4 galvanized 
M12 threaded bars. Comes 
with 8 nuts and 8 galvanized 
steel washers.
Weight: 110g

H-SAP 5/16
GALVANIZED STEEL

ANCHORAGE
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